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MICROFLOW LOG

Fiber blowing machine for FTTH fibers (EPFU) and mmr cables up to 6.5 mm

Compatible with OptiCloud

Access to OptiCloud data gives you: Job documentation, PUSS'BLE AU[]'[]NS
utilization data (how the machine is utilized and data to
improve it), maintenance and service recommendation. Valve for reverse airflow
The LOG template can be individually adapted to the Different variants between 5-12 mm duct.
specific job. Blowing tips
Different variants between 2-6 mm.
Equipped with protection technology FlowLUB 5000
The unique well-known protection technology that stops Item No.: 103-30530
the machine if the fiber cable meets resistance. Any stop is A wide selection of adaptor plates for any fiber/duct
registered by a sensor and the motor stops. sizes on request

Verification of blowing quality

Each job will end with a full report that ensures that the

quality is 100% documented. This will minimize the risk of SPE[HHBA“[]NS c PT. Deline Komunikasi Indonesia
. l Jalan Raya Duri Kosambi No.103

COStly errors. Duri Kosambi, Cengkareng, Jakarta Barat 11750
©021-5417446 2 dki@delinekomindo.co.id

. EEM NO.: e 101-171001001
Adjustable torque and speed control Cable diameter e 0.8-6.5 mm
DuCt diameter:.......ooovoeeoeeeeeeeeeeeeeeeeee
Tablet inclusive Blowing distance’ ..........ccccccooovvieeiiiiernn.
For job reports, the machine comes with a separate tablet Blowing speed®.......cccccoooovvioevieeieie
with SIM Card included*. PUSHING fOICE oo
*Free for the first 3 years. Up to 500MB per month. Recommended pressure
and airflow?. ..., 8-16 bar (200-500 I/pr. min.)
VORAGE: ..o, 100-240 V, 50-60 Hz
Up to 200 W
MANDATORY PARTS TO ORDER IONL 10.7 kg
LeNGtN:. oo 250 mm/240 mm
Adaptor p|ate set Widthi .................................................................. 150 mm/250 mm
You can choose between adaptor plates for fiber sizes HEIGRE vttt 220 el G
0.8-6.5 mm. A quality transport box is included in the purchase.
Powered by 24V DC electric motor. Electronic control unit and electronic
Gasket sets meter speed/counter with presetting of blowing distance.
You can choose between gasket sets for adaptor plates I ) S S el T e

0.8-6.5 mm.
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MICROFLOW TOUGH & LOG
ADAPTOR PLATES
MicroFlow V5 adaptor plates

All MicroFlow machines must be fitted with adaptor plate set. All adaptor plates are replaceable, making the
machine more flexible when blowing different sizes of cable.

The set consists of an upper and a lower plate, which together form a compact airtight unit around duct and
fiber.

Adaptor plate set includes:

+ Sensor arm kit or super straight kit - size optional.
* Drive wheels with O-rings.
* Inlet guides.

The adaptor plates are
available in different sizes
for 4-16 mm duct OD and
0.8-6.5 mm fiber/cable.

e Make sure that the adapter
plate is seated securely on
sensor tip before tightening.

e Tighten each screw a little at a

time
' Do not overtighten the screws

Inlet guides:
1.5-6.8 mm.

O-rings for
drive wheels:
2.0-6.5 mm.

MicroFlow V5
gaskets are
available in
different sizes
for 4-16 mm
duct OD and
0.8-6.5 mm
fiber/cable.
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